MIL-C=55181C
Amendment 1
7 November 1985

AY

CONNECTORS, PLUG AND RECEPTACLE, INTERMEDIATE POWER
’ (ELECTRICAL, WATERPROOF), TYPE MW, GENERAL SPECIFICATION FOR

This amendment forms a part of Military Specification MIL-C-5518iC,

dated 19 December 1984, and is approved for use by all Departments

and Agencies of the Department of Defense,
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TABLE II, delete in its entirety and substitute:

TABLE II Cable Size Accommodation

SYMBOL MINIMUM MAX IMUM
00 Not applicable ) Not applicable
11 0.292 0.343
13 0.323 i G.406
15 0.386 0.468
17 o.uu8 0.531
19 0.511 0.593
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Paragraph 3.2, third line: delete "4.3"

Paragraph 3.3.3.4., at the end of the paragraph: delete the "period” and add the
following, ", except the stainless steel Jack Screw and Handle Assembly."
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Paragraph 3.4.2.1., Line 3: delete "parting lin end ¢ he agrapl
add the following sentence, "Parting Lines. Gates and Vents shall be neat and clean
and present a good workmanlike appearance."

Paragraph 3.4.3.3., delete in its entirety.
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Paragraph 6.3., tenth line: delete "DESC-EMT" and substitute "DESC-EQP".
Custodians: Preparing activity
Army = CR Army - CR
Navy - EC
Air Force - 85 (Project 5535-3528)

Review activities:
Air Foroe - 11 99
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